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Ratings:  1-2 = Excellent, 3-4 = Very Good, 5-6 = Good, 7-8 = Fair, 9 = Poor, * = insufficient data   
Genuity™, Genuity and Design ™, Genuity ™ SmartStax ™, SmartStax ™ and Design ™,  Roundup Ready®, Roundup Ready 2 Technology and Design ™, YieldGard VT Triple®, and YieldGard 
Corn Borer and Design® are trademarks of Monsanto Technology LLC, ©2009 Monsanto Company. Herculex® is a trademark of Dow AgroSciences LLC. Agrisure® is a trademark 
of a Syngenta Group Company.
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RELATIVE MATURITY

OVERALL CHARACTERISTICS

TECH INFO SUMMARY
LH 6448 VT3

114 114 DAYS
EMERGENCE

ROOT STRENGTH

STALK STRENGTH

DROUGHT TOLERANCE

DRYDOWN

CORN ON CORN

Place this hybrid in high-yield environments for best 
performance.  Traits protect against rootworm 
damage, however avoid putting this hybrid in 
compacted soil where root growth could be limiting.  
Genetics allow it to handle drought, and it has good 
emergence and strong vigor to handle early 
planting.  The ear flex will allow this hybrid to shine 
in lower populations and improve stalk strength.
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Southern Leaf Blight  
Northern Leaf Blight 
Anthracnose Leaf Blight  
Anthracnose Stalk Rot  
Eye Spot  
Gray Leaf Spot  
Common Rust
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Goss’ Wilt 2

5

• Flex ear with top-end yield potential
• Medium plant and ear height
• Good roots and stalks
• Excellent vigor with good emergence
• Very good drought tolerance

LH 6448 VT3


